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BOM Table
ITEM NO. |PART NUMBER . |Description Material Color |QTY.
1 SB-41B-02 BASE, HINGED STEEL LIGHT GRAY| 1
2 SB-30C-02 COVER, HINGED STEEL LIGHT GRAY| 1
3 SB-30P MOUNTING PANEL Zinc-Plated Steel - 1
4 SB-01L-01 LATCH ASSEMBLY 1
4.1 SB-01LB-01 LATCH BODY Zinc-Plated Steell| CHROME | 1
4.2 SB-OTLN-01 LATCH NUT Zinc-Plated Steel 1
5 SB-PIN-01 HINGE PIN 201 SST - 2
6 SB-RR-01 RETAINING RING SST 2
7 SB-GK-01 GROUND WIRE & KEY KIT 1
7.1 SB-KEY-01 LATCH KEY - 1
7.2 SB-WIRE-O1 GROUND WIRE - 1
7.3 W-003 Mé WASHER ZINC PLATED 4
7.4 W-004 M6 SPRING LOCK WASHER ZINC PLATED 2
7.5 N-002 Méx1.0 HEX NUT ZINC PLATED 2
8 SB-HP-01 HOLE PLUG NEOPRENE  |LIGHT GRAY| 4
9 W-008 M8 FLAT WASHER SST 4
10 W-009 M8 SPRING LOCK WASHER SST 4
11 N-004 M8x1.25 HEX NUT SST 4
12 SB-01FK-01 FLANGE KIT 1
12.1 SB-01F-01 MTG. FLANGE 430 SST - 4
12.2 SCREWS-040 M10 x 1.5 x 20 HEX HEAD SCREW SST 4
12.3 N-003 M10x1.5 HEX NUT SST 4
12.4 W-005 SEALING WASHER NEOPRENE BLACK 4
12.5 W-006 M10 FLAT WASHER SST 4
12.6 W-007 M10 SPRING LOCK WASHER SST 4
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