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NOTES:
REFER TO SOLID MODEL FOR COMPLETE PART DEFINITION.
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EJECTOR PINS TO BE FLUSH +.010
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SECTION C-C

4. FLASH .005 MAX

5. GATETO BE REMOVED FLUSH £.015
DIMENSION| 0| 039 | 118 | 236 | .394 | .591 | 866 [ 1.181]1.575[2.087]2.756]3.543] 4.724]6.299
RANGE | 039 | 118236 | .394 | .591 | .866 [1.181[1.575[2.087|2.756]3.543]4.724]6.299|7.874
DERCNBENT| £:007| £.007| £.008] £.008| £.009| £.010] +.011|.012]+.013|£.015| +.017| +.020| +.024{ + 028
O o+ 003] .004| £.004| £.004| £ 005 £.006| £.007| +.008 .009| +.011| +.013{ .016| +.020| + 024
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SECTION A-A

PART NUMBER: SL-53C-T-NOR
MATERIAL SPEC: /PPO/SET00X/BK

4X.008

O 227

DETAIL D
SCALE2:1

PART NUMBER: SL-53C-T
MATERIAL SPEC: /ABS/PA765/BK
MATERIAL: ABS
COLOR: BLACK
FLAME RATING: UL94-5VA

PART NUMBER: SL-53C-T*01
MATERIAL SPEC: /ABS/PA765/GY
MATERIAL: ABS
COLOR: GRAY
FLAME RATING: UL94-5VA

PART NUMBER: SL-53C-T*03
MATERIAL SPEC: /ABS/PA765/BO
MATERIAL: ABS
COLOR: BONE
FLAME RATING: UL?4-5VA

MATERIAL: PPE+PS

COLOR: BLACK

FLAME RATING: UL94V-1

UNLESS OTHERWISE SPECIFIED: PART NO.
DIMENSIONS ARE IN: INCHES[mm]
TOLERANCES: ANGULAR: :?T SL-53C-T
TWO PLACE DECIMAL: #- MATERIAL
THREE PLACE DECIMAL: #-
1 ADDED WALL THICKNESS D.M.F.| B.M.B. [12/18/2023 péi&&%?ﬁﬁ;ﬂgﬁpggﬁﬂ ABS 13("5"%“]55;55'2'1%m’gK%V%%'j‘fﬂ%ﬂmﬁf%g&A
THE INFORMATION contaned INTs |~ FLAME RATING SIZE COVER: TEXTURED FLUSH REV
0 UPDATED FOR NEW MOLD D.M.F.| B.M.B. | 12/1/2022 DRAWING IS THE SOLE PROPERTY OF UL94-5VA ‘I
POLYCASE. ANY REPRODUCTION IN PART SARE SATE
- OR AS A WHOLE WITHOUT THE WRITTEN
REV. DESCRIPTION ZONE| BY |APPRD DATE PERMISSION OF POLYCASE IS PROHIBITED. DRAWN D.M.F. | 8/15/2022 SCALE: 11 @ SHEET 1 OF 1
REVISIONS CAD FILE: SL-53C-T CHECKED 12/31/2999 sl G
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